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Economy Piston, Vane, Scroll and Screw
Air Compressor Systems and Ancillaries
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• �Coaxial version, single phase

• �Belt driven, with canopy version

• �Belt driven, three phase

• �Pressure range 8 - 12 bar

• �Electric motor 0.75kW - 7.5kW

• �Voltage 230V & 400V

POLAR & SUNNY SERIES

PISTON 
COMPRESSORS
0.75 - 7.5 kW
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Nominal Pressure 
8 - 10 bar g

At a glance…

Motor Power 
0.75 - 7.5kW

Volume Flow 
0.105 - 1.070 m3/min 
3.7 - 38.8 cfm

Noise Level 
61 - 80 dB(A)

RELIABLE, STRONG 
SUITABLE FOR 
PROFESSIONAL USES

Our company has always been associated with 
long-lasting high-quality products.

This range of piston compressors includes:

• �Single-cylinder single-stage with direct transmission for
small power outputs suitable for semi-professional uses

• �Two-cylinder, single-stage with belt
transmission for use in workshops

• �Two-cylinder, two-stage with belt transmission for industrial use

Choosing the two-stage model will guarantee lower working 
temperatures thanks to a cooling manifold between the first and 
the second compression stage and consequently a higher air 
delivery. This is achieved by dividing the compression phase 
into two stages (two cylinders with different volumes).

Other important characteristics that distinguish 
this range of compressors are:

• �Low number of RPM of the pumping unit

• �Low noise level

• �Correct ratio between the size of the unit,
motor power and tank capacity

The series of piston compressors 
includes a vast range of solutions:

POLAR: Compressors from 1.5 to 7.5kW on tank and silent 
version. This range satisfies the needs of the most demanding end 
users and differing applications and industries.

SUNNY: Compressors from 1.5 to 7.5kW on tank and silent version. 
This range includes models for non-heavy duty use.

POLAR & SUNNY SERIES
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From £1513

From £704

From £345

From £113

From £458



Champion: The technical reference
• �Cast iron cylinders

• �Equipped with pressure regulator

• �Motors equipped with thermal protection

• �Versions with direct or star/delta start

• �Compressor self-ventilated by a fan keyed onto the drive shaft

• �Efficient air filter

• �Low working temperature for better durability

• �Low noise level

• �Filled with CLS2000 synthetic oil which improves performances
and overall reliability

Champion: The reliability of authentic pistons

Pistons with a 
large stroke and 
efficient piston 
rings for superior 
performance and 
extremely low 
oil consumption

Oversized cylinder for better 
heat exchange

All our compressors are equipped with 
authentic high-quality pistons for a longer 

working life and better performance.

Interstage safety valve for 
optimum protection

Grooved pulley coupled to the 
cooling fan, directly connected to 
the drive shaft

Interstage connection 
ensuring perfect cooling 
of the air between the two 
compression stages

Extremely accessible 
drainage point for rapid and 
easy drainage

High-performance air filter with quick and 
easy replacement

Authentic connecting rods and crankshaft

Oil level indicator on the front for easy 
and immediate reading

5

From £2474

From £149

Profiled deflector for perfectly directing the flow of 
ventilating air towards the cylinder
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Lubricated compressors:  Pumping 
units with a cast-iron cylinder, provide 
excellent wear resistance guaranteeing a 
long working life and very high reliability. 
They are suitable for heavy-duty use and 
are an ideal work tool for professionals 
and craftsmen. Some vertical models are 
also available for applications requiring a 
small footprint.

• High noise reduction

• Forced ventilation

• �Integrated control panel
(if star-delta start, with electronic board)

• �Pumping unit with cast-iron cylinder for a
long working life

• Finned manifold for air cooling

• Silencer on suction

• �Belt-stretching slide for easy adjustment
of tension

• �Full accessibility of mechanical parts

• �Versions on tank with two fixed rear
wheels, two front swivel wheels and a
convenient handle for easy transport

Model OF-6-15                 £130

Oil free: A small model for particular uses, 
guarantees air free from impurities. Made 
entirely of die-cast aluminum with valves in 
special stainless steel.

Engine driven compressors: The range of 
engine driven compressors has been 
developed to offer portable compressed air in 
both petrol and diesel versions. Where the 
need for total mobility is essential these 
robust, heavy-duty construction, low power 
consumption air compressor are ideal. 
Available in carry and portable version these 
compressors are ideal for commercial, 
automotive and agricultural applications. 
Features include self-adjusting acceleration 
function, easy start-up, cast iron cylinder pump 
units and for portable versions rear rubber and 
front swivel wheels.

 £538
Silent compressors: Have been 
developed to satisfy market demand for 
compressors that are silenced, reliable, 
economic and easy to maintain. This new 
series has been designed to provide the 
user with a highly reliable product and 
an excellent price/quality ratio. They are 
available on a base or on a tank and with 
an integrated dryer.

Principal characteristics:

From £691

From £495

 £1850



Technical data
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Direct Drive Piston Compressors 
Single Phase Oil Free 
Design:	 Direct drive, single phase	
Pressure Range:	 8 - 10 bar
Electric motor:	 1.1 to 2.2kW 
Voltage:	 230V / 50Hz	

MODEL SERIES START VOLTAGE m3/min CFM STAGE PISTON HP kW RPM BAR TANK dB(A) DIMENSIONS 
[L x W x H] KG CODE GBP KIT 

NO.
OF-6-15 Polar DOL 230 0.160 5.66 1 1 1.5 1.1 2450 8 6 68 330 x 117 x 450 10 CC1141995 185.44 1
VS-20-25 Polar DOL 230 0.240 8.49 1 1 2.5 1.8 1420 10 20 70 520 x 430 x 790 45 CC1142154 888.82 6
F-50-3 Polar DOL 230 0.320 11.31 1 2 3 2.2 2500 8 50 70 800 x 420 x 700 25 CC1142157 337.24 7

Direct Drive Piston Compressors 
Single Phase Lubricated 
Design:	 Direct drive, single phase	
Pressure Range:	 8 - 10 bar
Electric motor:	 1.1 to 2.2kW 
Voltage:	 230V / 50Hz	

MODEL SERIES START VOLTAGE m3/min CFM STAGE PISTON HP kW RPM BAR TANK dB(A) DIMENSIONS 
[L x W x H] KG CODE GBP KIT 

NO.
G-24-15 Polar DOL 230 0.161 5.7 1 1 1.5 1.1 2850 8 24 68 610 x 320 x 590 18 CC1182621 160.89 1
G-50-15 Polar DOL 230 0.161 5.7 1 1 1.5 1.1 2850 8 50 68 800 x 420 x 700 22 CC1182622 197.25 1
G-24-2 Polar DOL 230 0.140 4.95 1 1 2 1.5 2850 8 24 80 610 x 310 x 580 24 CC1142145 197.25 2
G-50-2 Polar DOL 230 0.140 4.95 1 1 2 1.5 2850 8 50 80 770 x 430 x 660 32 CC1142155 249.98 2
G-50-25 Polar DOL 230 0.250 8.84 1 1 2.5 1.8 2850 8 50 76 940 x 320 x 700 49 CC1142156 303.61 3
V-20-25 Polar DOL 230 0.290 10.25 1 2 2.5 1.8 1420 10 20 72 520 x 430 x 790 45 CC1142153 826.28 4
V-50-25 Polar DOL 230 0.290 10.25 1 2 2.5 1.8 1420 10 50 77 1,070 x 320 x 780 60 CC1142160 879.00 5
V-20-3 Polar DOL 230 0.421 14.85 1 2 3 2.2 2850 10 20 77 520 x 430 x 790 45 CC1142146 567.22 8
V-50-3 Polar DOL 230 0.421 14.85 1 2 3 2.2 2850 10 50 77 1,070 x 320 x 780 62 CC1142159 637.21 8

Belt Driven Single Stage Piston Compressors  
Single & Three Phase Phase Lubricated 
Design:	 Belt driven version, single & three phase	
Pressure Range:	 10 bar
Electric motor:	 1.5 to 4.4kW 
Voltage:	 230 - 400V / 50Hz	

MODEL SERIES START VOLTAGE m3/
min CFM STAGEPISTON HP kW RPM BAR TANK dB(A) DIMENSIONS 

[L x W x H] KG CODE GBP KIT 
NO.

MA-50-2 Sunny DOL 230 0.290 10.25 1 2 2 1.5 1240 10 50 72 1,010 x 360 x 730 50 CC1142272 492.68 9
MA-100-2 Sunny DOL 230 0.290 10.25 1 2 2 1.5 1240 10 100 72 1,100 x 400 x 830 80 CC1142169 520.86 9
MA-150-2 Sunny DOL 230 0.290 10.25 1 2 2 1.5 1240 10 150 72 1,360 x 540 x 1,060 85 CC1142231 571.76 9
MAS-50-3 Sunny DOL 230 0.350 12.37 1 2 3 2.2 1500 10 50 73 1,010 x 360 x 730 50 CC1182681 545.40 12
MA-50-3 Polar DOL 230 0.350 12.37 1 2 3 2.2 1300 10 50 74 1,010 x 360 x 730 50 CC1142164 573.58 10
MA-90-3 Polar DOL 230 0.370 13.08 1 2 3 2.2 1000 10 90 78 1,000 x 400 x 830 85 CC1142165 1,014.44 11
MAS-100-3 Sunny DOL 230 0.350 12.37 1 2 3 2.2 1500 10 100 73 1,100 x 400 x 830 80 CC1182682 527.22 12
MA-100-3 Polar DOL 230 0.350 12.37 1 2 3 2.2 1300 10 100 74 1,100 x 400 x 830 80 CC1142170 530.86 10
MAS-150-3 Sunny DOL 230 0.350 12.37 1 2 3 2.2 1500 10 150 73 1,360 x 540 x 1,060 90 CC1182683 721.75 12
MA-150-3 Polar DOL 230 0.350 12.37 1 2 3 2.2 1300 10 150 74 1,360 x 540 x 1,060 90 CC1142171 851.73 10
MAC-150-3 Polar DOL 230 0.351 12.4 1 1 3 2.2 1500 10 150 74 1,360 x 540 x 1,020 90 CC1182623 739.93 10
MAB-150-3 Polar DOL 230 0.351 12.4 1 1 3 2.2 1500 10 150 72 1,360 x 540 x 1,021 91 CC182664 700.84 10
MAS-200-3 Sunny DOL 230 0.350 12.37 1 2 3 2.2 1500 10 200 73 1,460 x 640 x 1,140 98 CC1142712 755.38 12
MA-200-3 Polar DOL 230 0.350 12.37 1 2 3 2.2 1300 10 200 74 1,460 x 640 x 1,140 102 CC1142176 906.27 10
MA-270-3 Sunny DOL 230 0.350 12.37 1 2 3 2.2 1300 10 270 74 1,600 x 560 x 1,040 175 CC1142232 1,066.26 10
TAS-200-3 Sunny DOL 400 0.350 12.37 1 2 3 2.2 1500 10 200 73 1,460 x 640 x 1,140 98 CC1142713 807.91 12
TA-200-3 Polar DOL 400 0.350 12.37 1 2 3 2.2 1300 10 200 74 1,460 x 640 x 1,140 102 CC1142177 907.18 10
TA-200-6 Polar DOL 230 0.646 22.8 1 1 3+3 2.2+2.2 1500 10 200 74 1,460 x 640 x 1,140 131 CC1182675 1,711.65 10(x2)
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Belt Driven Piston Compressors 
Three Phase Lubricated 
Design:	 Belt driven version, three phase	
Pressure Range:	 10 to 15 bar
Electric motor:	 3 to 7.5kW 
Voltage:	 400V / 50Hz	

MODEL SERIES START VOLTAGE m3/
min CFM STAGE PISTON HP kW RPM BAR TANK dB(A) DIMENSIONS 

[L x W x H] KG CODE GBP KIT 
NO.

TA-90-4 Polar DOL 400 0.520 18.38 1 2 4 3 1300 10 90 78 1,000 x 400 x 830 85 CC1142167 1,196.24 13
TA-200-4 Polar DOL 400 0.520 18.38 1 2 4 3 1300 10 200 78 1,460 x 640 x 1,140 115 CC1142178 1,005.35 13
TA-270-4 Sunny DOL 400 0.410 14.49 1 2 4 3 1500 10 270 74 1,600 x 560 x 1,040 175 CC1142233 1,169.88 10
TVG-270-4 Polar DOL 400 0.470 16.61 2 2 4 3 1000 14 270V 74 670 x 670 x 1,850 125 CC1142192 2,012.53 14
TA-90-55 Polar DOL 400 0.650 22.97 1 2 5.5 4 1000 10 90 74 1,000 x 400 x 830 90 CC1142168 1,688.92 15
TA-150-55 Polar DOL 400 0.590 20.85 2 2 5.5 4 1250 10 150 75 1,360 x 540 x 1,110 100 CC1142172 1,429.86 14
TAS-270-55 Sunny DOL 400 0.590 20.85 2 2 5.5 4 1480 10 270 76 1,600 x 560 x 1,040 175 CC1142234 1,243.51 16
TA-270-55 Polar DOL 400 0.590 20.85 2 2 5.5 4 1250 10 270 75 1,600 x 560 x 1,040 175 CC1142179 1,395.31 14
TA-500-55 Sunny DOL 400 0.590 20.85 2 2 5.5 4 1250 10 500 75 1,970 x 590 x 1,280 205 CC1142237 1,753.46 14
LTA-500-55 Polar DOL 400 0.641 22.62 2 2 5.5 4 1000 10 500 74 1,050 x 460 x 660 250 CC1142194 2,168.87 15
TVB-270-55 Polar DOL 400 0.590 20.85 2 2 5.5 4 1250 10 270V 75 670 x 670 x 1,850 120 CC1142189 2,349.77 14
TVS-270-55 Polar DOL 400 0.650 22.97 1 2 5.5 4 1000 10 270V 74 670 x 670 x 1,850 155 CC1142190 2,389.76 15
TVG-270-55 Polar DOL 400 0.511 18.03 1 2 5.5 4 780 15 270V 74 670 x 670 x 1,850 160 CC1142193 3,245.13 15
TA-150-75 Polar DOL 400 0.841 29.69 2 2 7.5 5.5 1280 10 150 76 1,360 x 540 x 1,110 105 CC1142174 1,519.85 18
TA-270-75 Polar DOL 400 0.841 29.69 2 2 7.5 5.5 1280 10 270 76 1,600 x 560 x 1,040 180 CC1142180 1,624.38 18
STA-270-75 Polar SDS 400 0.841 29.69 2 2 7.5 5.5 1280 10 270 76 1,600 x 560 x 1,040 180 CC1142181 2,101.61 18
TAS-500-75 Sunny DOL 400 0.631 22.27 2 2 7.5 5.5 1335 10 500 75 1,970 x 590 x 1,280 253 CC1142238 1,792.55 19
STA-500-75 Polar SDS 400 0.841 29.69 2 2 7.5 5.5 1280 10 500 76 1,970 x 590 x 1,280 260 CC1142186 2,527.93 18
TA-500-75 Polar DOL 400 0.841 29.69 2 2 7.5 5.5 1280 10 500 76 1,970 x 590 x 1,280 253 CC1142185 2,037.07 18
TAR-500-75 Sunny DOL 400 0.631 22.27 2 2 7.5 5.5 1335 10 500 75 1,970 x 590 x 1,280 253 CC1142239 1,947.99 19
LSA-500-75 Polar SDS 400 0.781 27.57 2 2 7.5 5.5 920 10 500 77 1,050 x 460 x 660 275 CC1142196 3,199.68 17
LTA-500-75 Polar DOL 400 0.781 27.57 2 2 7.5 5.5 920 10 500 77 1,050 x 460 x 660 275 CC1142195 3,007.88 17
TVB-270-75 Polar DOL 400 0.841 29.69 2 2 7.5 5.5 1280 10 270V 76 670 x 670 x 1,850 160 CC1142191 2,676.10 18
TA-270-10 Polar DOL 400 0.921 32.51 2 2 10 7.5 1100 10 270 78 1,600 x 560 x 1,040 185 CC1142182 1,787.09 17
STA-270-10 Polar SDS 400 0.921 32.51 2 2 10 7.5 1100 10 270 78 1,600 x 560 x 1,040 185 CC1142183 2,209.78 17
TA-500-10 Polar DOL 400 0.921 32.51 2 2 10 7.5 1100 10 500 78 1,970 x 590 x 1,280 260 CC1142187 2,424.30 17
LSA-500-10 Polar SDS 400 1.051 37.11 2 2 10 7.5 1080 10 500 77 1,050 x 460 x 660 270 CC1142197 4,185.95 20
STA-500-10 Polar SDS 400 0.921 32.51 2 2 10 7.5 1100 10 500 78 1,970 x 590 x 1,280 270 CC1142188 2,857.90 17

Silenced Piston Compressors 
Direct Drive Single Phase Oil Free
Design:	 Direct drive version, single phase	
Pressure Range:	 8 bar
Electric motor:	 0.75 to 1.1kW 
Voltage:	 230V / 50Hz	

MODEL SERIES START VOLTAGE m3/
min CFM STAGE PISTON HP kW RPM BAR TANK dB(A) DIMENSIONS 

[L x W x H] KG CODE GBP KIT 
NO.

SOF-6-1 Sunny DOL 230 0.105 3.7 1 1 1 0.75 1450 8 6 61 430 x 210 x 430 18 CC1182620 319.06 21
SOFB-6-15 Sunny DOL 230 0.193 6.8 1 1 1.5 1.1 2850 8 6 65 600 x 270 x 570 20 CC1182676 457.23 23

POLAR & SUNNY SERIES
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Silenced Piston Compressors 
Belt Driven Three Phase Lubricated
Design:	 Belt driven version, three phase	
Pressure Range:	 10 to 12 bar
Electric motor:	 3 to 7.5kW 
Voltage:	 400V / 50Hz	

MODEL SERIES START VOLTAGE m3/
min CFM STAGE PISTON HP kW RPM BAR TANK dB(A) DIMENSIONS 

[L x W x H] KG CODE GBP KIT 
NO.

S-270-4 Polar DOL 400 0.530 18.73 2 2 4 3 1115 10 270 68 1,440 x 592 x 1,100 190 CC1142217 2,642.46 14
S-55 Polar DOL 400 0.590 20.85 2 2 5.5 4 1250 10 - 69 837 x 592 x 735 160 CC1142199 2,161.60 14
S-55-12 Polar DOL 400 0.541 19.09 2 2 5.5 4 1130 12 - 69 837 x 592 x 735 170 CC1142200 2,197.05 14
S-500-55 Polar DOL 400 0.590 20.85 2 2 5.5 4 1250 10 500 69 1,440 x 592 x 1,220 280 CC1142221 3,230.59 14
S-75 Polar DOL 400 0.781 27.57 2 2 7.5 5.5 980 10 - 66 837 x 592 x 735 187 CC1142202 2,861.53 17
STS-75 Polar SDS 400 0.781 27.57 2 2 7.5 5.5 980 10 - 66 837 x 592 x 735 190 CC1142204 3,150.59 17
S-75-12 Polar DOL 400 0.680 24.03 2 2 7.5 5.5 800 12 - 66 837 x 592 x 735 170 CC1142203 2,953.34 17
STS-75-12 Polar SDS 400 0.680 24.03 2 2 7.5 5.5 800 12 - 66 837 x 592 x 735 190 CC1142205 3,186.04 17
S-500-75 Polar DOL 400 0.781 27.57 2 2 7.5 5.5 980 10 500 66 1,440 x 592 x 1,220 298 CC1142223 3,533.28 17
STS-500-75 Polar SDS 400 0.781 27.57 2 2 7.5 5.5 980 10 500 66 1,440 x 592 x 1,220 298 CC1142225 4,145.95 17
S-10 Polar DOL 400 1.060 37.45 2 2 10 7.5 1100 10 - 68 837 x 592 x 735 190 CC1142206 2,861.53 17
S-10-12 Polar DOL 400 0.851 30.04 2 2 10 7.5 800 12 - 68 837 x 592 x 735 190 CC1142208 3,246.04 17
STS-10 Polar SDS 400 1.060 37.45 2 2 10 7.5 1100 10 - 68 837 x 592 x 735 190 CC1142215 3,142.41 17
STS-10-12 Polar SDS 400 1.051 37.11 2 2 10 7.5 800 12 - 69 837 x 592 x 735 190 CC1142216 3,233.31 17
S-500-10 Polar DOL 400 0.921 32.51 2 2 10 7.5 1100 10 500 68 1,440 x 592 x 1,220 298 CC1142227 3,993.24 17
STS-500-10 Polar SDS 400 0.921 32.51 2 2 10 7.5 1100 10 500 68 1,440 x 592 x 1,220 298 CC1142229 4,233.21 17

Silenced Piston Compressors 
Belt Driven Single Phase Lubricated 
Design:	 Belt driven version, single phase	
Pressure Range:	 10 bar
Electric motor:	 1.8 to 2.2kW 
Voltage:	 230V / 50Hz	

MODEL SERIES START VOLTAGE m3/
min CFM STAGE PISTON HP kW RPM BAR TANK dB(A) DIMENSIONS 

[L x W x H] KG CODE GBP KIT 
NO.

SIL-24-25 Sunny DOL 230 0.250 8.84 1 1 2.5 1.8 2850 10 24 64 940 x 850 x 490 87 CC1142198 1,740.74 4
S-50-25 Polar DOL 230 0.297 10.5 1 1 2.5 1.8 1450 10 50 66 1,010 x 520 x 1,000 75 CC1182679 1,480.76 4
S-90-25 Polar DOL 230 0.297 10.5 1 1 2.5 1.8 1450 10 90 66 1,030 x 520 x 1,020 87 CC1182680 1,532.57 4
S-90-3 Polar DOL 230 0.351 12.4 1 1 3 2.2 1500 10 90 70 1,000 x 500 x 1,065 95 CC1182678 3,194.23 10
S-200-3 Polar DOL 230 0.396 14 1 1 3 2.2 1210 10 200 68 1,539 x 599 x 1,167 175 CC1182677 2,153.42 13

Silenced Piston Compressors + Refrigeratred Dryer 
Belt Driven Three Phase Lubricated 
Design:	 Belt driven version, three phase	
Pressure Range:	 10 bar
Electric motor:	 3 to 7.5kW 
Voltage:	 400V / 50Hz	

MODEL SERIES START VOLTAGE m3/
min CFM STAGE PISTON HP kW RPM BAR TANK dB(A) DIMENSIONS 

[L x W x H] KG CODE GBP KIT 
NO.

SD-270-4 Polar DOL 400 0.530 18.73 2 2 4 3 1115 10 270 68 1,440 x 592 x 1,100 215 CC1142220 4,714.07 14
SD-500-55 Polar DOL 400 0.590 20.85 2 2 5.5 4 1250 10 500 69 1,440 x 592 x 1,220 305 CC1142222 5,303.11 14
SD-500-75 Polar DOL 400 0.781 27.57 2 2 7.5 5.5 980 10 500 66 1,440 x 592 x 1,220 322 CC1142224 5,926.68 17
STSD-500-75 Polar SDS 400 0.781 27.57 2 2 7.5 5.5 980 10 500 66 1,440 x 592 x 1,220 322 CC1142226 6,217.56 17
SD-500-10 Polar DOL 400 0.921 32.51 2 2 10 7.5 1100 10 500 68 1,440 x 592 x 1,220 322 CC1142228 5,930.32 17
STSD-500-10 Polar SDS 400 0.921 32.51 2 2 10 7.5 1100 10 500 68 1,440 x 592 x 1,220 322 CC1142230 6,176.66 17
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Engine Driven Piston Compressors 
Belt Driven Lubricated 
Design:	 Belt driven version, with petrol or diesel engine	
Pressure Range:	 10 bar	

MODEL SERIES FUEL ENGINE m3/
min CFM STAGE PISTON HP kW RPM BAR TANK dB(A) DIMENSIONS 

[L x W x H] KG CODE GBP KIT 
NO.

PA-25-5 Polar Petrol GP 160 0.275 9.7 1 1 5 - 3400 10 2.5 76 620 x 400 x 450 24 CC1182673 987.17 22
PA-4-5 Polar Petrol GP 160 0.275 9.7 1 1 5 - 3400 10 4 76 445 x 520 x 435 22 CC1182674 960.81 22
PA-50-5 Polar Petrol GP 160 0.249 8.8 1 1 5 - 1260 10 50 76 1,010 x 360 x 750 55 CC1182665 997.17 9
PA-100-5 Polar Petrol GP 160 0.351 12.4 1 1 5 - 1500 10 100 76 1,100 x 400 x 850 65 CC1182666 1,036.26 10
PA-200-5 Polar Petrol GP 160 0.351 12.4 1 1 5 - 1500 10 200 76 1,460 x 460 x 1,140 110 CC1182667 1,220.79 10
PA-200-55 Polar Petrol GX 160 0.515 18.2 1 1 5.5 - 1280 10 200 76 1,460 x 460 x 1,140 150 CC1182668 1,441.67 13
PA-270-55 Polar Petrol GX 160 0.490 17.3 1 1 5.5 - 1440 10 270 76 1,600 x 560 x 1,230 190 CC1182669 1,644.38 16
PA-270-9 Polar Petrol GX 270 0.597 21.1 1 1 9 - 1270 10 270 76 1,600 x 560 x 1,230 200 CC1182670 2,335.22 14
PA-500-13 Polar Petrol GX 390 1.070 37.8 1 1 13 - 1270 10 500 76 1,970 x 590 x 1,300 260 CC1182671 3,321.49 17
DA-270-10 Polar Diesel Yanmar 0.651 23 1 1 7.7 - 950 10 270 76 1,600 x 500 x 1,040 160 CC1182672 3,506.01 15

Further configurations, voltages and kW ratings available. Contact Champion if you have a specific requirement

Piston Maintenance Kits
KIT NUMBER CODE GBP
1 CC1182784 57.14
2 CC1182785 61.81
3 CC1182788 94.54
4 CC1182791 150.63
5 CC1182793 161.02
6 CC1182796 386.97
7 CC1182799 168.81
8 CC1182802 186.99
9 CC1182806 103.89
10 CC1182809 111.68
11 CC1182811 174.01
12 CC1182812 111.68
13 CC1182813 174.01
14 CC1182824 311.66
15 CC1182825 623.31
16 CC1182826 405.15
17 CC1182827 420.74
18 CC1182828 415.54
19 CC1182829 311.66
20 CC1182830 883.03
21 CC1182831 857.10
22 CC1182833 77.91
23 CC1182834 90.90

POLAR & SUNNY SERIES
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Notes



A modern production system and process 
demands increased levels of air quality. 

Our complete Air Treatment Range ensures product 
quality and efficient operation.

YOUR COMPRESSED AIR PARTNER 

Champion stationary rotary screw compressors, both fixed and 
variable speed drive, are the answer to the needs of small and 
medium-sized companies.

Champion also design and manufacture an enviable range of Rotary 
Scroll, Rotary Vane and Portable Rotary Screw compressors. All 
designed to provide efficiency and reliability in the most demanding 
applications and conditions, these compressors set new standards.

Champion's piston compressor range is designed to 
cover all the possible professional uses of compressed 

air. Our piston compressors come in various forms and sizes, 
providing a truly complete range of choices.

COMPRESSED AIR SOLUTIONS

© 2018

Call our technical support team on 0800 027 8442

Subject to our Terms and Conditions of Sale.  All prices plus Carriage and VAT.




